
We've also developed Bezinal®, our unique zinc-alumi-
num alloy coating for enhanced corrosion resistance. 

Reliable Strength                             .
Standardized strength means that our messenger
strands are safer and more reliable. Their steel cores
add to the wires' strength, making strands with        
Bezinal® coatings an ideal solution for special           
conditions. Inclement weather like high winds and ice 
can contribute to tension and ice loading. Those 
events can cause messenger strand to rust, sag or 
even break. Prevent this damage with quality fiber 
optic messenger strand from Bekaert.   
.

Bekaert offers the broadest range of 
steel wire products with a variety of 
strengths and   coatings and specifica-
tions including CSA-G12 for the Canada  
Telecommunications market. As a 
one-stop shop for telco products, we 
customize the coating, tensile strength, 
and offer custom-cut sizes all with color 
coated end-caps for grade identifica-
tion, on reels or coils.............................                                                                                                                   

Messenger
Strands .           
Datasheet

Specifications [imperial, per CAN/CSA-G12 (Latest Edition)]

*In the construction of 19-wire strands, the smaller nominal wire size
applies to the 6 and 12-wire layers and the larger nominal wire size
applies to the center wire.

Grade 
220

Designated
strand

size (in)

Nominal
strand wire

diameter 
(in)

Nominal
wire

diameter
(in*)

Nominal
metallic
cross- 

sectional
area of the
strand (in²)

Number
of wires

Approx.
weight

(lb/1000 ft) Grade 
110

Minimum breaking strength, lb

0.065 0.0230 4,000

0.083 0.0380 6,400

0.095 0.0500 8,500

0.109 0.0650 11,100

 0.12 0.0790 13,500

0.144 0.114 19,500

0.165 0.150 25,500

0.188 0.194 33,200

0.113/0.117 0.191 30,900

0.207 0.235 40,200

0.125/0.134 0.235 37,700

0.136/0.144 0.278 45,000

0.150/0.162 0.339 54,800

0.161/0.171 0.389 63,100

0.177/0.186 0.470 75,700
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0.249
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7

7
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7

7
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7
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19
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129
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813
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1,163

1,338

1,613

1,784

2,400

3,900

5,200

6,800

8,200

11,900

15,600

20,300

18,900

24,600

23,000

27,500

33,500

38,700

46,200

51,400 84,100

4,800

7,900

10,300

13,600

16,500

23,800

31,200

40,600

37,800

49,200

46,100

55,000

67,000

77,100

92,500

102,800

0.50
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0.70
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0.85

0.90

0.90

1.00

0.80

1.00

0.85

0.85/0.90

0.90

0.90

0.90

0.90/1.00

3,500

5,700

7,500

9,900

12,000

17,300

22,700

29,500

27,500

35,800

33,600

40,000

48,700

56,000

67,300

74,700

1.00

1.20

1.40

1.60
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1.80
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1.60
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1.70

1.70/1.80

1.80

1.80

1.80

1.80/2.00

1.50

1.80

2.10

2.40

2.55

2.70

2.70

3.00

2.40

3.00

2.55

2.55/2.70

2.70

2.70

2.70

2.70/3.00

Grade 
160

Grade 
180

Grade 
220

Class A

Minimum weight of 
zinc-coating (oz/ft²)

Class B Class C



Bekaert offers the broadest range of 
steel wire products with a variety of 
strengths and   coatings and specifica-
tions including CSA-G12 for the Canada  
Telecommunications market. As a 
one-stop shop for telco products, we 
customize the coating, tensile strength, 
and offer custom-cut sizes all with color 
coated end-caps for grade identifica-
tion, on reels or coils.............................                                                                                                                   
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Datasheet Grade 

220

Designated
strand

size (mm)

Nominal
strand wire

diameter 
(mm)

Nominal
wire

diameter
(mm*)

Nominal
metallic
cross- 

sectional
area of the

strand 
(mm²)

Number
of wires

Approx.
weight

(kg/1000m) Grade 
800

Minimum breaking strength, kN

Grade 
1100

Grade 
1300

Grade 
1500

Class A

Minimum weight of 
zinc-coating (g/m²)

Class B Class C

Specifications [SI Units, per CAN/CSA-G12 (Latest Edition)]

*In the construction of 19-wire strands, the smaller nominal wire size
applies to the 6 and 12-wire layers and the larger nominal wire size
applies to the center wire.
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43.1

49.5

71.3

97.0
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24.0
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228

281

340

404

22.5

34.5

45.0
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392
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549
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Contact us

More
Information?

1395 South Marietta Parkway,
Building 500, Suite 100
Marietta, Georgia 30067, USA
770.514.2219

www.bekaert.com/power-utilities

Modifications reserved.

All details describe our products in general form
only. For ordering and design only use official

specifications and documents. Unless otherwise
indicated, all trademarks mentioned in this

brochure are registered trademarks of
NV Bekaert SA or its subsidiares. ©Bekaert 2022


