
Our premium staples for the utilities
market have been optimized to
secure stranded products such as
the ground wire on transmission and
distribution lines. Bekaert’s staples
are available in short length staples
for hardwood posts or longer
lengths for softwood species. 
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Description Part # Gauge Class Packaging

Knurled 1.25”

Knurled 1.5”

Knurled 1.75”

Double barbed 1.5”

Double barbed 1.5”

Double barbed 1.75”

Double barbed 1.75”

Double barbed 2”

Double barbed 2”

Barbed 1.25”

Barbed 1.25”

Non-barbed 1.5”

118323

118324

118325

187237

147613

18724 4

187260

187246

1628337

187235

187255

197594

9

9

9

8

8

8

8

8

8

8

8

8

Galvanized

Galvanized

Galvanized

Bezinal®

Bezinal®

Bezinal®

Bezinal®

Bezinal®

Bezinal®

Bezinal®

Bezinal®

Bezinal®

50 lbs boxes

50 lbs boxes

50 lbs boxes

8 lbs bucket x 6

50 lbs boxes

8 lbs bucket x 6

50 lbs boxes

8 lbs bucket x 6

50 lbs boxes

8 lbs bucket x 6

50 lbs boxes

8 lbs bucket x 6

Made in the USA

4300 Wildwood Parkway,
Suite 100 
Marietta, Georgia 30339, USA 
770.514.2219
www.bekaert.com/power-utilities
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